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MATERIAL GAUGE:
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Use of this document is subject to
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agreement with Great Lakes Case
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prior written authorization from GLCC.

NOTICE:

TOLERANCE UNLESS OTHERWISE NOTED:
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SEE NOTES

84"H x 24"W x 48"D "ES" SERIES ENCLOSURE
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SCALE :  1/16

SPECIFICATIONS:
 
1.  DIMENSIONS:  84"H (86" W/ OPTIONAL CASTORS) x 24"W x 48"D
 
2.   RACK SPACES:  44 RMU W/ NUMBERED RMU INDICATORS,
                                       19" EIA 310-D COMPLIANT
 
3.  WEIGHT CAPACITY:  2000 lbs BOLTED TO FLOOR ON LEVELERS,
                                              1800 lbs ON CASTORS
 
4.  COLOR:  DURABLE TEXTURED BLACK POWDER COATING
 
5.  CERTIFICATIONS:  UL 60950-1 STANDARD FOR IT &
                                          COMMUNICATIONS EQ. ENCLOSURES
 
6.  CONSTRUCTION:  (2) PAIR OF MOUNTING RAILS, 12 GA CRS
                                          FULLY WELDED FRAME OF 14 GA & 12 GA
                                          DOORS, SIDE PANELS & TOP PANEL, 16 GA
 
7.  HARDWARE:  PACKAGED (50), M6 SCREWS & CAGE NUTS
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