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3 POINT LATCHING
TOP ROD

TOP PANEL

DOOR GASKETING
1/4" THK "PORON" NEOPRENE

REAR DOOR

45 RMU, 3/8" SQ. HOLE
19" EIA 310-D COMPLIANT

2 PAIR OF #12 GAUGE RAILS
w/ RMU LABELS.

42.000
44.071

48.601

47.768

18.375

41.750" USABLE DEPTH

REAR EXHAUST GLAND PLATE
OPTIONAL NEMA-12 EXHAUST FILTER
SOLD SEPARATELY

FRONT INTAKE GLAND PLATE
OPTIONAL NEMA-12 FILTER + FAN

SOLD SEPARATELY
 

115-230 VAC; 368 CFM; 195-215 WATTS
 
 

SPECIFICATIONS :
 
RACK SPACES : 19" EIA 310-D COMPLIANT, 3/8" SQ. HOLE w/ RMU LABELS.
 
WEIGHT CAPACITY : 2000 LBS. (BOLTED TO FLOOR)
 
COLOR : DURABLE BLACK TEXTURE POWDER COAT.
 
RATING : NEMA-12
 
CONSTRUCTION : #11 GAUGE ANCHOR PLATES
                                  #12 GAUGE MOUNTING RAILS
                                  #14 GAUGE WELDED BODY & DOORS.
 
HARDWARE : PACKAGE OF QTY-50 METRIC 6mm SCREWS & CAGE NUTS INCLUDED.

SWING HANDLE w/ HASP OPTION STD.
 

 KEYED LOCK OPTION,
AVAILABLE PER SPECIAL REQUEST

 
 

SIDE PANEL GLAND PLATES TO ACCEPT AIR CONDITIONERS:
2500, 3500, 4000, 5000 BTH/hr. ; 120 TO 230 VAC ; 4 TO 8 AMP.

28.5"H x 19.25"W x 6.38"D ; 71 LBS.
 

BOTH SIDES OF ENCLOSURE WILL ACCEPT ONE UNIT.

DEPTH ADJUSTABLE RAILS
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Nema 12 Enclosure - GL 840N12-2442


